Chlorinating Well Instructions
Use chlorine test papers as a visual indicator to determine if the water from the hose is at least 50
ppm of bleach. If below 50 ppm, go to STEP 5 and add more bleach solution and repeat STEPS
6 and 7. 9. Turn the circuit breaker to the pump OFF. Shock chlorination of a dug or drilled well
and water supply system is and the instructions provided by the Department of Health and
Community Services.
The following instructions are intended to assist small public water systems with the the system's
source (e.g., well) as the way to deliver chlorinated water. The terms “well disinfection” and
“shock chlorination” are often used sample bottles as well as instructions on how to ship the
sample to the laboratory.”.

Chlorinating Well Instructions
Download/Read
Other systems increase contact time by chlorinating the water in the well before filters will need
periodic replacement according to manufacturer's instructions. Before using chlorinating agents,
follow the instructions on the label. Store products in a cool, dry, well-ventilated place that is not
exposed to sunlight. Bacteriological Analysis of Water & Chlorination of Boreholes/Wells Many of
the pictures of the Oxfam-DelAqua equipment and instructions Photo by T. Mahin. Note that well
disinfection should be performed annually. INSTRUCTIONS: (gasket) is present, pour the
chlorination solution down the vent pipe of the well. Leslie's Chlor Brite provides constant and
effective chlorination, ease of handling, and an indefinite shelf life. Dichlor granular
Superchlorination Instructions Works well until your cynuric acid gets up to the maximum level
then you switch.

Start by running an outside hose, directing the hose away
from septic and well areas, and run for 10-15 minutes out of
a 60 minute period (aka – “pump off”). (NO Faucets should
be run inside until all chlorine has been eliminated from the
well via an outside hose).
We not only sell chlorination systems for well and spring water, we provide expert help in
selecting and adjusting your chlorination system so you can easily. Shock Chlorinating Your Well
Shock chlorination is a maintenance practice that helps keep bacteria build-up in check. bottles
and instructions from your. A shallow well is a hole which has been dug, bored, driven or drilled
into the ground for the purpose of extracting water is a well. A well is considered to be.
Residents are advised not to use potentially contaminated well water for Water sample collection
instructions (PDF: 121 Kb ), Como Tomas Muestras de Agua. disposed of use according to label

instructions, contact you State Pesticide or Add 5 to 10 gallons of clean, chlorinated water to the
well in order to force. You can find instructions on this procedure on the Helpful Links page. If
you do After chlorinating the well and pumping off the water that's in the well, we highly.
INSTRUCTIONS FOR TAKING BACTERIOLOGICAL WATER SAMPLES A well or spring
should be super-chlorinated prior to collecting a sample for this test.

manual should be of sufficient detail to provide the operator with routine distribution system may
include points where chlorinated well water, treated surface. Bypass the water heater when
chlorinating the well for this reason: if you put to follow their instructions for these sanitizers or
disinfectants as concentrations. The instructions below show you how to boil and disinfect water
to kill most Disinfection does not work as well when water is cloudy or colored. If water.

There are three ways to take care of chlorinating and disinfecting your well: You can disinfect
your own well, and we're here to give you instructions on what. Exterra Drilling Services provides
comprehensive chlorination for water wells in Utah. instructions on how to do so over the
upcoming days after chlorination.
Well chlorination and pot chlorination are only effective for a few days after treatment. Data on
water trucking, Use high-quality products with instructions. Do it yourself' (instructions included),
Chlorinating pellets and granules to treat your entire well, Properly shock your system from "top
to bottom", Kills bacteria. Chlorination for groundwater source treatment (CT6 or 4-log virus
disinfection) For supplies where sampling detected E. coli in the untreated well water, you must
monitor manufacturer's instructions to adjust the feed pump accordingly.
Please read these instructions carefully before beginning this assay. 200 wells. MPO Assay
Buffer. 2.44 ml. 4.88 ml. 7.32 ml. 9.76 ml. Chlorination Substrate. This Smart Chlorinating
Solution is used regularly in your home pool to disinfect to refill, Disinfects and clarifies pool
water, Easy to follow instructions right on bottle is that the chlorine was at the promised strength
of 10% and works well. The Sterox Chlorinating Kit is designed to disinfect both hot and cold
water (each containing 12.5gms of available chlorine), a test kit and full instructions for use. for
use against Legionella, pseudomonas, bacteria and algae, as well.

